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GLASWRITE / INSTALLATION INSTRUCTIONS:
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ILLUSTRATION #1

INSTALLATION PREPERATION

1. DETERMINE THE TYPE OF WALL YOU ARE MOUNTING THE BOARD ON. IF MOUNTING TO A MASONRY SURFACE, REFER TO "HARDWARE FOR DIFFERENT WALL TYPES" ON PAGE 2
FOR PROPER HARDWARE APPLICATION.

2. ESTABLISH CENTER OF MOUNTING LOCATION (CENTERLINE & HEIGHT ABOVE FINISH FLOOR).

3. DETERMINE THE TYPE OF BACKING AVAILABLE, (CONTINUOUS HORIZONTAL BACKING, VERTICAL WOOD/METAL STUD BACKING). IF VERTICAL STUD BACKING IS PRESENT THAN
STUD LOCATIONS MUST BE IDENTIFIED. ***NOTE: BACKING IS RECOMMENDED FOR ALL GYPSUM APPLICATIONS****

4. MEASURE UP FROM CENTER MOUNTING LOCATION 1 7/8" (ONE AND SEVEN EIGHTS INCHES). WITH BOARD WIDTH IN MIND, DRAW OR SNAP A LEVEL LINE ALONG THIS PLANE.
THIS LINE REPRESENTS THE PLANE THAT YOU WILL INSTALL THE BOTTOM ROW OF HARDWARE.

5. MEASURE UP FROM BOTTOM LEVEL LINE 44 1/4" AND SNAP A LEVEL LINE ALONG THIS PLANE. THIS LINE REPRESENTS THE PLANE THAT YOU WILL INSTALL THE TOP ROW OF
HARDWARE.
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DETAIL B

DETAIL A

INSTALLATION ILLUSTRATION #2

1. MEASURE IN 6" -12" FROM BOARD ENDS AND MOUNT BOTTOM ROW OF HARDWARE. (SEE ILLUSTRATION #2)

FHENOTE: FOR PROPER WEIGHT DISTRIBUTION, FASTENERS MUST BE SEATED SECURELY INTO BOTTOM MOUNTING BRACKETS AS SHOWN IN DETAIL A****
2. REPEAT STEP ONE FOR TOP ROW OF HARDWARE AND MOUNT SECURELY INTO BACKING.

#**NOTE: FOR ADJUSTMENT, FASTENERS MUST BE "CENTERED" INTO THE FASTENER SLOT OF THE TOP MOUNTING BRACKETS AS SHOWN IN DETAIL B****
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(STANDARD WITH BACKING) SNAPTOGGLES (PROVIDED) MUST BE USED

FOR DETAILED SNAPTOGGLE INSTRUCTIONS REFER TO:
http://www.toggler.com/products/snaptoggle/overview.php

"HARDWARE FOR DIFFERENT WALL TYPES"
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GENERAL PURPOSE
CONSTRUCTION ADHESIVE (RECOMMENDED)

INSTALLATION COMPLETION ILLUSTRATION #3
***RECOMMENDED, APPLY ADHESIVE TO THE WALL WITH DOBBING METHOD AS SHOWN IN ILLUSTRATION #3****
1. SET BOTTOM OF GLASS MARKERBOARD ONTO BOTTOM HARDWARE.

*NOTE: THIS STEP MAY REQUIRE (2) INSTALLERS****
2. PUSH GLASS MARKERBOARD AGAINST THE WALL SO THAT THE BACK OF THE BOARD RESTS FIRMLY AGAINST THE TOP ROW OF HARDWARE.
3. SCREW ON FINISH CAPS AS SHOWN IN DETAIL C.
4. CLEAN BOARD SURFACE FOR A READY TO USE CONDITION.

DETAIL C
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