#——CASEWORK (BY OTHERS)

—PRE-DRILLED TOP TRACK

16" O.C. INTO TOP HEADER

2 1/2" LONG #8 SCREW

MAPRAIL LOCATION PER PLANS

PRE-DRILLED BOTTOM
GUIDETRACK @ 14" O.C.
USE 2 1/2" LONG #8 SCREW

ﬁ

CABINET WHS / INSTALLATION INSTRUCTIONS:
MARKERBOARD/TACKBOARD INSTALLATION

IN CASEWORK WHS SLIDER MARKERBOARDS / INSTALLATION INSTRUCTIONS:
1. FIELD MEAURE TO CONFIRM PROPER UNIT SIZES.

2. DELIVER FACTORY BUILTS UNITS TO JOBSITE.

3. DISTRUBUTE UNITS TO THEIR SPECIFIED LOCATIONS.

4. ALIGN TOP TRACK AND VERIFY ITS LOCATION BY CHECKING PLAN DETAILS OR BY
REVIEWING SPECS, TOP TRACK WILL BE PRE-DRILLED @ 16" O.C. [16.000] FOR EASY
INSTALLATION.

5. ONCE TOP TRACK HAS BEEN POSITIONED ON THE RIGHT LOCATION START BY

ATTACHING THE TRACK WITH #8 SCREW 2 )4"[2.500] THIS SIZE FASTENER IS
RECOMMENDED FOR TOP TRACK INSTALLATION.

6. ONCE TOP TRACK HAS BEEN BEEN PROPERLY INSTALLED, START POSITIONING AND
ALIGNMENT OF THE BOTTOM GUIDE TRACK. ONCE BOTTOM TRACK HAS BEEN
POSITIONED ON THE RIGHT LOCATION START BY ATTACHING THE BOTTOM TRACK TO
CASE WORK. THIS BOTTOM TRACK SHOULD BE PRE-DRILLED @ 16" [16.000] O.C. FOR
EASY INSTALLATION.

7. AFTER BOTH TRACKS HAVE BEEN PROPERLY INSTALLED, WIPE OFF ANY DUST OR
DEBRIS CREATED THE TRACKS INSTALLATION.

8. HANG PANELS TO TOP TRACK AND CHECK FOR SEQUENCE OF PANELS.

9. ATTACHING ACCESSORIES: UNROLL INSERT CORK PROVIDED BY MANUFACTURER
GENTLY PUSH BOTH ENDS OF INSERT CORK INTO MAPRAIL. START AT ONE USE EVEN
PRESSURE WITH CORK OR GLAZING ROLLER TO GENTLY ROLL CORK INTO SLOT OF
MAPRAIL WHILE GUIDING MATERIAL WITH OTHER HAND.

10. SLIDE ACCESSORIES (MAPHOOKS, ROLLER BRACKETS, AND FLAG HOLDERS) ON TO
MAPRAIL.

11. CLEAN SURFACE OR MARKERBOARD AND ALL SURROUNDING SURFACES AS
NEEDED.
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